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SPECIFICATIONS

SUPPLY
Voltage 230V AC = 10%
Frequency 50-60Hz

Power Consumption

Approx. 9 Watts at 252 VAC

Battery Backup

RELAY OUTPUT

Type of contact

Contact rating
(resistive load)

Contact material

Electrical life

Mechanical life

1x10 Operations

1 week

Total 50 ON Steps and
50 OFF Steps

2 Programs x 25 steps
3 Programs x 16 steps
4 Programs x 12 steps
5 Programs x 10 steps
6 Programs x 08 steps
7 Programs x 07 steps
8 Programs x 06 steps

Text LCD (Without Backlight)

5.07mm(HH:MM) & 3.39mm(SS)

1 second

12-hr(AM/PM) and
24-hr selection

5 Keys with 1 recessed
reset button

15 mins a year @ 25°C

ENVIRONMENTAL

Temperature Range

Operating : 0° to 50°C

Storage : -20° to 70°C

Humidity

10% to 95% RH

Protection class

II

SAFETY PRECAUTIONS

MECHANICAL INSTALLATION
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OPERATION FUNCTIONS

FUNCTION

DESCRIPTION

Adjusting Clock

Allows current date & time settings
through day, hrs (24-hr indication
and 12-hr indication), minutes,
seconds settings

Weekly Timer
Operation

Controls the output according to
the set time of ON and OFF for
specified days of the week

Holiday setting

Sets holidays without having to
revise the existing program.

Override OFF

Permanent :

© Allows the output to be forcibly
Override ON / turned ON/OFF regardless of the
Permanent

control output setting.

Keypad Lock

Allows each key to lock / unlock.

When key is locked programming
parameters of that key cannot be
edited.

Programmable

Allows to modify No of steps per
program (Minimum Value = 6,

No of steps Maximum Value = 25)
Enable / Disable Allows to enable / disable particular
program program

FRONT PANEL DESCRIPTION
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Auto : Automatic mode
Me : Permanent override
Holiday
AM/PM Indication
PRG Mode indicatiqn
(when in programming mode only)
|E| Hours/minutes/seconds indication (HH:MM:SS)
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