CONFIGURATION MENU

Press A +V for 3sec. to enter or exit configuration menu.

Relay 1 (RL1) settings

Press A to enter sub menu from main menu

Press Aor v to scroll
through sub menu

Press @ + A or @ + W to change parameter value & then press A to set value

(E:)Srﬁt@c() DESCRIPTION D‘EKCSET RANGE CONDITION
Depending upon this
selection, the set trip
value will be prompted.

v AN . g g ,'2' If this setting is changed

Ju Ny | TripCurrent |y '=y jl | 33.0mA/550mA / 5.50A/ 30.0A the default trip value

Range i
is loaded.
If SV exceeds max limit
SV can be programmed between 10.0mA of specified range then
Set trip " to 30A irrespective of the selected range. next range will
- value for (1 ‘m—i Default SV for different ranges are : automatically be made
r earth (TN 33.0mA: 30.0mA applicable.
leakage R1 550mA : 100mA For eg.If SV is set 40mA,
5.50A : 1.00A range will get changed
30.0A: 10.0A from 33mA to 550mA
automatically.
If INS = ON and leakage
current 25 times the
(N(| | Instantaneous Y ) set value, the relay trips
1IN 2| | trip selection (MR OFF /ON (5 times of set current) instantaneously
R1 irrespective of trip
time delay
Rela: : : In Healthy condition,
M '_',j Vt_ ¢ | ON/OFF (In ON mode, contact will be in ON :NO
operation \ changed over state in normal condition :
ru mode Rt LN 9 ) OFF : NC
If Latch is ON, user
) - has to reset the unit
L L) | Lateh i ON/OFF manually when fault
Rl is removed
Time Setting for Relay 1 (TM1) Press A to enter sub menu from main menu

Press Aor v to scroll
through sub menu

Press @ + A or @ + W to change parameter value & then press A to set value
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Note 1 : Appearance of shaded menus depends on selection of parent parameter.
Note 2 : The product will display overrange(OVR), if applied leakage current is greater than twice
the set current value(SV) or if exceeds the maximum set current value(SV), whichever is less.

DISPLAY DEFAULT
(For 1sec) DESCRIPTION VALUE RANGE CONDITION
I 7 0| | Trip Time ] (Not Applicable for 33mA
v Delay RN 0.0 - 99.9 Sec. range)
R1 t
I7 Z I | | Recovery ] ff
IV | | Time Delay L. 0.0 - 99.9 Sec.
R1 t off
I | Power i ) Applicable for
=1 IN| | ON Delay 2| | 0-5-99.9 Sec. Relay 1 & Relay 2
R1 ton
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Relay 2 (RL2)

Press A to enter sub menu from main menu

Password (PW)

Press A to enter sub menu from main menu

Press Aor V¥ to scroll Press Aor V¥ to scroll
through sub men Press @ + A or @ +V to change parameter value & then press A to set value through sub menu Press @ + A or @ +V to change parameter value & then press A to set value
(Por 100y | DESCRIPTION| BEREULT RANGE CONDITION (Por 10wy | DESCRIPTION| BEREULT RANGE CONDITION
If RL1 is selected, all T Enable / Disable
the settings done for 1 [ g assword
'n L g:; Relay 2 Fy 'n E RL1/PRE RL1 will be automatically I~ N | Password d j I | ENB/DIS grotection option
\ Functions \ set for RL2 and no
R other parameter of Wil e
RL2 will be prompted. Il be prompte
5 F’ ,',\,‘ Set password B 0-999 only when Password
) option is enabled
o7 C Pre-Alarm IZ1177| | 60 to 100% for 33.0mA range & Will be prompted only
AR w2 - L,! 50 to 100% for all other ranges when RL2 = PRE ] NOTE : PW option will be asked when the user enter the config. menu
P ,',"’ 'l\jna'n Mfgu if PW option is enabled in the config menu and the user has to enter the
asswo password which he has set in the S.PW (set password) option.
Relay In Healthy condition,
,"’,’BD' operation BF F ON/OFF ON :NO
mode 2 OFF : NC Factory set (RST) Press A to enter sub menu from main menu
Pr roll
If Latch is ON, user th;i%:g;;nt%rslﬁ 0 Press @ + A or @ + W to change parameter value & then press A to set value
L E H | Latch B || onvorr rr:]aasntuoaﬁls\ith?: fiﬂ'ﬁ DISPLAY SCRIPTION| DEFAULT o CONDITIO
R2 is removed (For 1sec) DESCRIPTION VALUE RANGE NDITION
Time Setting for Relay 2 (TM2 Press A to enter sub menu from main menu [7C) || Reset MY
9 y2( ) A [ (Factory set) (A A YES/NO
Press Aor ¥ to scroll
Aorv Press @ + A or @ + W to change parameter value & then press A to set value

through sub menu

(EL?I::I:I) DESCRIPTION D\IIE:t\lllJIIE.T RANGE CONDITION TRIP VALUE SETTING Press A key for 3 sec. to enter or exit Trip Value Setting menu :
Press A or v to scroll
. ) through main menu Press @ + A or @ + W to change parameter value & then press A to set value
7o Trip time delay 'min| 0.0-999 Sec (Not Applicable for 33mA
=N [N LTYs : range) DISPLAY DEFAULT
R2 ot (For 1sec) DESCRIPTION VALUE RANGE CONDITION
This option will
Ter | R i p s prompted first when the
7 ecovery time 1 ) user enters the trip
INEDL| | delay U-S 0.0-99.9 Sec. ety LOCK UZC | ves/NO setting menu. User has
2L [y iy o g to set NO after which
he can access the trip
setting menu.

Hysteresis (HYS) Press A to enter sub menu from main menu If SV exceeds max limit

Press Aor ¥ to scroll P @ Aor@+ toch . lue & th At vl SV can be programmed between 10.0mA g:e)s(fre::éeedv;ﬁrge then

through sub menu ress @ + A or @ + WV 1o change parameter value & then press A 1o set value : — to 30A irrespective of the selected range. ¢

9 =, \?;tuten?or (1 '—A' Default SV for different ranges are : aUtfimalt)'I‘?mW be made
DISPLAY DEFAULT 7 33.0mA : 30.0mA applicable.

(For 1sec) | PESCRIPTION| =\ 1"\ e RANGE CONDITION u Eiig . . L 100mA For eg.lf_”SV its iet 402? A,
5.50A : 1.00A range will get change
30.0A : 10.0A from 33mA to 550mA

l.-l‘ H 5 Hysteresis l‘ B 510 40% automatically.
H %|
o Applicable only if RLY2 is
o7z m i 60 to 100% for 33.0mA range &
[ A Pre-Alarm pu N 50 to 100% for all other ranges programmed as
R2 % PRE-Alarm
Trip time : .
':: K P delay for Earth B B 0.0 -99.9 Sec. gf; :)pphcable for 33mA
Leakage Mmoo
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[ | | ]

DISPLAY DEFAULT WARRANTY / LIMITATIONS OF LIABILITY
(For 1sec) | DESCRIPTION | =\ \\p RANGE CONDITION /
- Applicable only if RLY2 is Selec warrants the products to be free from defects in the materials and workmanship for a period of ohe
\_ 17 3| | Trip time delay miml 0.0 - 99.9 Sec programmed as PRE year (or other period specified, if any) from the date of sale by Selec.
[y AN for Pre Alarm. L ) ) ’ (Not Applicable for 33mA The warranty does not apply to defects resulting from any action of the buyer, including but not limited fto
2 range) improper handling, operating the product outside the specification limits or unauthorized disassembling /
YES /NO altering of the product. The warranty shall be VOID if the product shows evidence of having been tampergd
(In this op,tion if YES is selected by the user, then whenever the user or bejpg Qamaged due to usage in co.rros.ive epvironment ;or currept, heat, .n.10isture or vibration ;’improp Br
b | ook Yl enters the Trip Value Setting, initially LOCK option will be prompted. specification; wrong usage in an appllcathn misuse or other operatlng conditions outside of Selec s contrl.
[y JINLI| | The user will have to set NO after which he can access the trip setting Selec shall not be responsible for special, indirect or consequential damages, loss of profits or
menu. If the user wants to disable LOCK option, he can set NO when commercial loss in any way connected with the products, whether such claim is based on contract,
LOCK option is prompted after TRP option.) warranty, negligence or strict liability.
In no event shall the responsibility of Selec for any act exceed the individual price of the product on
TEST & RESET FUNCTION [ @Lepon Oreporr | |Which liability is asserted. _ _ _
In no event shall Selec be responsible for warranty or other claims regarding the products unless
DISPLAY , Selec’s analysis confirms that the products were properly handled, stored, installed and
KEY DESCRIPTION | (o 1sec,) | LED'S CONDITION maintained and not subject to contamination, abuse, misuse or inappropriate modification or repair.
Press TST key [y O O . L -
For TEST for 52 Sec. g M R2 Applicable only when unit is in healthy condition.

Test passed ™ o ©0 If test is passed, OK will be displayed till reset button
P [HER R1 R2 is pressed.
i -7 o O
Test Failed I A Rl R2
RST Press RSTkey | actuarvalue | © O | if current is in mA then "mA” will be indicated.
for >2 Sec. R1 R2
| CBCT DETECTION ‘ If CBCT error is there, display will show CT.E and all LED’s will be blinking. ‘
| TRIP INDICATION ‘ Trip Indication on press of A key : Trip value will be displayed till the key is pressed. ‘
| RESET ‘ Press @ key for 3sec. to reset manually ‘ ORDER CODE INFORMATION
PRODUCT SUPPLY | CERTIFICATION
| Master Password : 753 | ce c@Dus
LISTED
230VAC
900ELR-2-230V-CE (+15%) . —
110VAC
900ELR-2-110V-CE (+15%) . —

(Specifications subject to change as development is a continuous process.)

Selec Controls Pvt. Ltd.

Factory Address : EL-27/1, Electronic Zone, TTC Industrial
Area, MIDC, Mahape, Navi Mumbai - 400 710, India.
Website : www.selec.com

For Sales & Support,

Mob. No. : +91-9136977315, Email : sales@selec.com
For Service,

Tel. No. : +91-7498077172 / +91-7400069545

Email : service@selec.com
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