Typical Connections For Loads :

For load current < 0.5A For bigger loads use
interposing relay / contactor
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NOTE : Use snubber as shown above to increase life of
internal relay.
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1. CAUTION

The equipment in its installed state must not come in
proximity to any heating sources, caustic vapors, oils,
steam or other unwanted process by products.

MAINTENANCE

1. To avoid blockage of ventilation holes, clean the
equipment regularly using a soft cloth.

2. Do not use Isopropyl alcohol or any other organic
Solvents for cleaning.

WIRING INSTRUCTIONS

| CAUTION

1. To prevent risk of electric shock, power supply to the
equipment must be kept OFF while wiring.

2. Terminals and electrically charged parts must not be
touched when the poweris ON.

3. Wiring shall be done strictly according to the terminal
layout provided in the operating manual.

4. To eliminate electromagnetic interference use short
wire with adequate ratings and twists of equal size.

5. The power supply connection cable must have a cross
section of 1sq.mm or greater and insulation capacity of
atleast 1.5KV.

FUNCTIONAL DETAILS

DIGIX-1-0-0-24VDC-B is a PLC built with LED configuration.

The user can configure the product using SELPRO software.

SELPRO has two section :
1. Ladder logic programming section
2. Selec Machine Interface, used for configuration of LED.

For details of the software, please refer to the software
user manual.
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PANEL MOUNTING MENU DESCRIPTION
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1. Snap the controller onto the Din Rail as shown in fig. 1
above.

2. When properly mounted, the controller is squarely
situated on the Din-rail shown in Fig. 2. above

INTERNAL PINOUT FOR COMMUNICATION RS485 PORT

PIN 1
PIN DESCRIPTION
1 RS485+ (Slave)
2 —_—
3 —_—
4 I
5 —_—
6 RS485- (Slave)

WIRING DIAGRAM
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Status of DIO/DI1/DI2/DI3/DI4/DI15/D16/DI7
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ACCESSORIES (To be ordered separately) I Y&l SERVICE DETAILS

ORDER CODE DESCRIPTION

USB to RS485 cable

AC-USB-RS485-03 (6 pin jack for downloading)

AC-USB-RS485-02 * USB to RS485 cable (2 pin open wire)

ACH-004 RJ25 (6-pin) cable

This device contains no user serviceable parts and
requires special equipment and specialized engineers
for repair.

Please contact service center for repair on the following
numbers : Tel. No. : + 91-7498077172 ;

Email : service @selec.com
NO WARRANTY ON UNIT DAMAGED DUE TO WRONG POWER SUPPLY.

AC-10EXP-03

Port Expansion adapter

|Note: * Along with ACH-004 & AC-IOEXP-03 for networking
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(Specifications are subject to change, since development is a
continuous process.)

Selec Controls Pvt. Ltd., India

Factory Address :

EL-27/1, Electronic Zone, TTC Industrial Area, MIDC, Mahape,
Navi Mumbai - 400 710, INDIA.

Tel. No. : +91-22-41 418 419/430 | Fax No.: +91-22-28471733
Toll free : 1800 227 353 (BSNL/MTNL Subscribers only)
Website : www.selec.com | Email : sales@selec.com
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